NOTES:

- - - - - ———- - - - -- -- CUL-DE—-SACS THAT ARE DESIGNED WITH THE SANITARY SEWER INSTALLED OR
_I 30ft. WIDE OR _I PROPOSED AROUND THE PERIMETER OF A CUL—-DE-SAC IN AN EASEMENT MUST
MORE BUILDING 1 MEET THE DNR CODE OF STATE REGULATIONS (CSR) AS OUTLINED BELOW. DUE TO
LINE AND EASEMENTX/ J— ' THE WIDTH OF SEWER TRENCHES AND THE RESULTING DISTURBED SOIL OCCUPYING
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THE ENTIRE EASEMENT.
/
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25ft. WIDE OR LESS
BUILDING LINE AND
EASEMENT |

REGULATIONS NORMALLY REQUIRES 10 FEET SEPARATION BETWEEN THE WATER MAIN
w. \ /: AND THE BUILDING LINE WHERE A WATER MAIN IS INSTALLED OR PROPOSED
bY AROUND THE PERIMETER OF A CUL-DE-SAC.
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\ CUL-DE—-SACS WITH 30 FOOT WIDE EASEMENT AND BUILDING LINE SHOULD NOT BE
\ 1 AN ISSUE AS LONG AS THE SEWER IS INSTALLED LESS THAN 10 FEET FROM THE
\ EDGE OF RIGHT OF WAY.

-
—_—
-
-
\\

HORIZONTAL SEPARATION — SEWER MAINS SHALL BE AT LEAST 10 FEET

| HORIZONTALLY FROM ANY EXISTING OR PROPOSED WATER MAIN. THE DISTANCES

] ! SHALL BE MEASURED EDGE-TO—EDGE. IN CASES WHERE IT IS NOT PRACTICAL TO

5~ I/\” - ' MAINTAIN TEN FOOT (10") — SEPARATION. DEVIATION ON A CASE BY CASE BASIS, IF
'\ SUPPORTED BY DATA FROM THE DESIGN ENGINEER. THIS DEVIATION MAY ALLOW

/ INSTALLATION OF THE SEWER CLOSER TO THE WATER MAIN, PROVIDED THAT THE

/ WATER MAIN IS IN A SEPARATE TRENCH OR AN UNDISTURBED EARTH SHELF

' LOCATED ON ONE (1) SIDE OF THE SEWER AT AN ELEVATION THAT THE BOTTOM OF

THE WATER MAIN IS AT LEAST EIGHTEEN INCHES (18") ABOVE THE TOP OF THE

SEWER. CONSTRUCTOR SHALL NOT PROCEED WITH DEVIATION WITHOUT AW APPROVAL.
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SANITARY SEWER SHALL BE |
PRESSURE CLASS 350 D.l. OR |

C—-900 SDR14 CLASS 200 PVC. |m
CONTACT LOCAL WASTE WATER
DISTRICT FOR DETERMINATION OF |
PVC OR D.l I |

|
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WATER MAIN SANITARY SEWER
INSTALLED LESS
THAN 10ft. FROM
EDGE OF ROW

1
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SPECIAL CONDITIONS. WHEN IT IS IMPOSSIBLE TO OBTAIN PROPER HORIZONTAL AND

LAYOUT "A” BUILDING SETBACK 25ft. OR LESS LAYOUT "B” BUILDING SETBACK 30ft. OR MORE XEIIF)TIggII\ISiERTJ%I?I'AI:ZT[I)OEQﬁiLS'III;UTLI-IIAEE\II)VA'IF'I?I'\I;:VII:’CI)II’JIESLINI;I-HSEHEIIEIINII:BRI; gg/*EESLSL?FEE DTEESS@DED
CSR _20—8 (SPECIAL CONDITIONS) CSR _20—8 (TEN FOOT SEPARATION) 70 ASSURE WATER—TIGHTNESS PRIOR TO BACKFILLING.

= I WATER MAIN

I 1 CROSSING — SEWERS CROSSING WATER MAINS SHALL BE LAID TO PROVIDE A

! MINIMUM VERTICAL DISTANCE OF EIGHTEEN INCHES (18"”) BETWEEN THE OUTSIDE OF
I THE WATER MAIN AND THE OUTSIDE OF THE SEWER. THIS SHALL BE THE CASE
| WHERE THE WATER MAIN IS EITHER ABOVE OR BELOW THE SEWER. THE CROSSING
I
|

. SHALL BE ARRANGED SO THE SEWER JOINT WILL BE EQUIVALENT AND AS FAR AS

POSSIBLE FROM THE WATER MAIN JOINTS. WHEN A WATER MAIN CROSSES UNDER A
SEWER, ADEQUATE STRUCTURAL SUPPORT SHALL BE PROVIDED FOR THE SEWER TO
I PREVENT DAMAGE TO THE WATER MAIN.
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AN AWC DESIGNATED INSPECTOR SHALL VERIFY AND DOCUMENT THE TYPE AND
PRESSURE OF SEWER MATERIAL INSTALLED, SHALL VERIFY PRESSURE TESTING FOR
WATER—TIGHTNESS, AND SHALL PROVIDE AS—BUILT DRAWINGS OF THE SEWER MAIN
SHOWING THE LOCATION OF THE SEWER JOINTS AND MANHOLES. SEWER
DOCUMENTATION AND AS—BUILT DRAWINGS FOR LAYOUT "A” SHALL BE SENT TO AWC
NEW BUSINESS DEPARTMENT PRIOR TO WATER MAIN CONSTRUCTION.

RESTRAINED JOINT DUCTILE IRON PIPE MAY BE REQUIRED ON MAIN INSTALLATIONS
AROUND CUL-DE-SAC OR EYEBROW AREAS AS REQUIRED BY ENGINEER.
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